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46 CFR Ch. | (10-1-96 Edition)

TABLE 176.810(b).—SEMIPORTABLE AND FIXED FIRE EXTINGUISHING SYSTEMS—Continued

Type System Test
Foam (Stored pressure) .......cccceceeeeeeeeieenenieninens See that pressure gauge, if so equipped, is in the operating range. If not, or
if the seal is broken, weigh or otherwise determine that extinguisher is
fully charged with foam. Recharge if pressure is low or if foam is needed.
Replace premixed agent every 3 years.
Clean Agents (Halon replacements) ..........ccccccc...... (To be developed)

(c) The owner, managing operator, or
master shall destroy, in the presence of
the marine inspector, each fire hose
found to be defective and incapable of
repair.

(d) At each initial and subsequent in-
spection for certification, the marine
inspector may require that a fire drill
be held under simulated emergency
conditions to be specified by the in-
spector.

[CGD 85-080, 61 FR 953, Jan. 10, 1996; 61 FR
20557, May 7, 1996]

§176.812 Pressure vessels and boilers.

(a) Periodic inspection and testing
requirements for pressure vessels are
contained in §61.10 in subchapter F of
this chapter.

(b) Periodic inspection and testing
requirements for boilers are contained
in §61.10 in subchapter F of this chap-
ter.

§176.814 Steering systems.

At each initial and subsequent in-
spection for certification the owner or
managing operator shall be prepared to
test the steering systems of the vessel
and make them available for inspec-
tion to the extent necessary to deter-
mine that they are in suitable condi-
tion and fit for the service intended.
Servo-type power systems, such as or-
bital systems, must be tested and capa-
ble of smooth operation by a single per-
son in the manual mode, with hydrau-
lic pumps secured.

§176.816 Miscellaneous systems and
equipment.

At each initial and subsequent in-
spection for certification the owner or
managing operator shall be prepared to
test and make available for inspection
all items in the ship’s outfit, such as
ground tackle, navigation lights and
equipment, markings, and placards,
which are required to be carried by the

regulations in this subchapter, as nec-
essary to determine that they are fit
for the service intended.

§176.818 Sanitary inspection.

At each inspection for certification
and at every other vessel inspection,
quarters, toilet and washing spaces,
galleys, serving pantries, lockers, and
similar spaces may be examined to de-
termine that they are serviceable and
in a sanitary condition.

§176.830 Unsafe practices.

(a) At each inspection for certifi-
cation and at every other vessel inspec-
tion all observed unsafe practices, fire
hazards, and other hazardous situa-
tions must be corrected an all required
guards and protective devices must be
in satisfactory condition.

(b) At each inspection for certifi-
cation and at every other vessel inspec-
tion the bilges and other spaces may be
examined to see that there is no exces-
sive accumulation of oil, trash, debris,
or other matter that might create a
fire hazard, clog bilge pumping sys-
tems, or block emergency escapes.

§176.840 Additional tests and inspec-
tions.

The cognizant OCMI may require
that a vessel and its equipment under-
go any additional test or inspection
deemed reasonable and necessary to de-
termine that the vessel and its equip-
ment are suitable for the service in
which they are to be employed.

Subpart |—International Conven-
tion for Safety of Life at Sea,
1974, as Amended (SOLAS)

§176.900 Applicability.

(a) Except as otherwise provided in
this subpart, a mechanically propelled
vessel of the United States, which car-
ries more than 12 passengers on an
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